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OWNER’S MANUAL — 

Please read before using this equipment. 


WARNING 

• Dispose of the old battery promptly and 
properly. Do not burn or bury it 

• Keep button-cell batteries away from 
children. Swallowing a button-cell battery 
can be fatal. 


SI CAUTION SI 

.Use only a fresh battery of the required size 
and recommended type. 


^ NOTE 

To check the previous tire pressure reading, 
press Recall. The last reading appears and 
the tire gauge announces the tire pressure. 



Thank you for purchasing the RadioShack 
Talking Tire Gauge. Your gauge provides 
accurate tire pressure readings on its digital 
display and announces the reading each 
time you check the pressure. You can also 
find the last tire pressure reading from the 
gauge’s memory. 

USING THE 
TIRE GAUGE 

For the best results, check tire pressure 
when the vehicle has not been driven for 
several hours. Tire manufacturers’ 
recommended pressure ratings based on 
“cool” tire temperatures. 

1 . Remove the transparent cover from the 
display. 

2. Align the tire gauge’s nozzle with the 
tire’s valve stem. Listen carefully for any 
leaks and press firmly on the valve stem 
to obtain a good seal. Hold the tire 
gauge on the valve stem until the tire 
pressure appears on the display and 
the tire gauge announces the reading. 

3. Remove the tire gauge from the valve 
stem and read the pressure. After about 
10 seconds, the the display 
automatically resets to zero, and the 
gauge is ready to measure pressure 
again, ty 

If no additional readings are made, the 
gauge automatically turns off after 
about 10 seconds. 


REPLACING THE 
BATTERY 

Your tire gauge comes with one CR2032 
(3V) button-cell battery (supplied) for power. 
The supplied battery should provide power 
for about 3,500 readings. For the best 
performance and longest life, we 
recommend a RadioShack lithium battery. 

A* 

1 . Slide the battery compartment cover 
(on the back of the gauge) in the 
direction of the arrow and remove it. 

2. Remove the old battery. 

3. Place a CR2032 button-cell battery 
inside the compartment with its positive 
side (-r) facing up then replace the 
cover. 


When the display dims or the announcement 
becomes garbled, replace the battery. 


Problem 

Suggestion 

Display is blank. 

Make sure the pressure 
seal between the tire 
gauge and valve stem is 
free of leaks. 


Replace the button-cell 
battery. 

The display 
reads 0.0 

Recalibrate the gauge by 
pressing its nozzle over 
the tire’s valve stem. 

When a reading appears, 
remove the gauge from 
the valve stem. The gauge 
resets and automatically 
turns off. 

The tire gauge 
displays an 
unusually high or 
low reading. 

Check for leaks between 
the tire gauge and the 
valve stem. 

Reset the tire gauge by 
taking a reading, then 
allowing it to automatically 
shut off. 


! IMPORTANT ! 

If an icon appears at the end of a paragraph, go to the box on that page with the corresponding icon 
for pertinent information. 
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CARE 

Keep the tire gauge dry; if it gets wet, wipe it 
dry immediately. Use and store the tire 
gauge only In normal temperature 
environments. Handle the tire gauge 
carefully; do not drop it. Keep the tire gauge 
away from dust and dirt, and wipe it with a 
damp cloth occasionally to keep It looking 
new. 

If your tire gauge Is not performing as it 
should, take it to your local RadioShack 
store for assistance. Modifying or tampering 
with the tire gauge’s internal components 
can cause a malfunction and might 
invalidate its warranty. 


SPECIFICATIONS 

Range 5-150 PSI 

Accuracy ± (1% + 0.5) PSI 

Power Lithium CR2032 

button-cell battery (supplied) 

Operating Temperature 14-122°F 

Storage temperature -4-140°F 

Dimensions 5®/ie x 1^^/16 x 1 inch 

Weight 1.8 ounces 

Specifications are typical; individual units might 
vary. Specifications are subject to change and 
improvements without notice. 


Limited One- Year Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workman- 
ship under normal use for one (1) year from the date of purchase from RadioShack company-owned 
stores and authorized RadioShack franchisees and deaiers. EXCEPT AS PROViDED HEREIN, Ra- 
dioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED WARRANTIES, INCLUDING 
THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED 
IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES CONTAINED 
HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RE- 
SPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY 
LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE OR PERFOR- 
MANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WARRANTY, IN- 
CLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVENIENCE, LOSS 
OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, SPECIAL, INCIDEN- 
TAL, OR CONSEQUENTIAL DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty lasts or the exclusion or limita- 
tion of incidental or consequential damages, so the above limitations or exclusions may not apply to 
you. 

In the event of a product defect during the warranty period, take the product and the RadioShack 
sales receipt as proof of purchase date to any RadioShack store. RadioShack will, at its option, un- 
less otherwise provided by law: (a) correct the defect by product repair without charge for parts and 
labor; (b) replace the product with one of the same or similar design; or (c) refund the purchase 
price. All replaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of 
warranty service. Repaired or replaced parts and products are warranted for the remainder of the 
original warranty period. You will be charged for repair or replacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover; (a) damage or failure caused by or attributable to acts of God, abuse, 
accident, misuse, improper or abnormal usage, failure to follow instructions, improper installation or 
maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as 
fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs 
of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from 
state to state. 
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